
Chamfering & Deburring Unit m visransY

VCF-500
Accessory: Side Mill Cutter Insert SPUN 422

PRACTICAL
A. UNIVERSAL APPLICATION.
B. SIMPLIFIED OPERATION.
C. FAST-ACCURATE-RATIONAL.
D. TIME SAVED.

Tool cabinet stand VTC-20, 
440 x 340 x 800 mm 
CODE NO. 3405-221 
PAGE A84

ORDER NO. CODE NO.

VCF-500 1023-001

VCF-500W 1023-002

VCF-500F 1023-003

FEATURES FOR VCF-500, 500W, 500F
1. Simplified operation, 

suitable for unskilled personnel.
2. Easily to be bevelled for any length 

made of steel, cast iron, nonferrous 
metals, plastics, acrylic etc.

3. 500 : With exchangeable carbide insents, insert can 
be changed easily to save cost and increase 
working ability.

4. 500W: With flange for grinding wheel, suit for steel 
material, heat treatment workpiece, can be 
bevelled or chamferred.

5. 500F : Working base on surface milling principles, the 
deburring procssing surface is same as the 
milling machine surface.

Ж Please confirm voltage & phase when order. 
^•Guaranteed for 3 months

Accessory: Grinding Wheel 
1000x50x170

VCF-500F
Accessory: Face Milling Cutter 

Insert SEKN 1203

MILLING MACHINE ACCESSORIESA85

TECHNICAL DATA

Space
requirement

500 500W 500F

500x320m m 500x440m m 500x220m m

Weight(kgs) 28.5 29.1 29

Voltage 3 0  220V or 1 0  110V/220V 50HZ/60HZ 
3 0  380V/415V

Motor output 0.7KW

Speed 3500 r.p.m.

Lenght of 
guide rails 500m m 500mm 500m m

Height of 
bevel 0-3m m

Bevel angle 15°~45°
(Changable) 45° 45°

PLEASE NOTIFY VOLTAGE & PHASE, WHEN YOU ORDERING. 
C.E MARK REQUESTED



Chamfering & Deburring Unit

ORDER NO. CODE NO.

VCF-500S 1023-004

VCF-600 1023-005

VCF-700 1023-006

VCF-500S
A c c e s s o ry : S a n d in g  D isc  

1 6 5 0 x 2 2 0

PRACTICAL
A . U S IN G  S A N D -C L O T H  R O L L E R  F O R  C U T T IN G .
B. G O O D  F O R  S T E E L . C A S T  IR O N  H A R D E N  P A R T S .
C. N O T  F O R  S O F T  IR O N  O R  A L U M IN U M .
D. IF U S E D  B E N T  W O R K P IE C E , T H E  C H A M F E R IN G  

S U R F A C E  W O U L D  N O T  S M O O T H L Y  S T R A IG H T .

Light duty

VCF-600
In s e r t S P M W  321

Z S P M W  0 9 0 3 0 8

Heavy duty

FEATURES FOR VCF-
1. 5 0 0 S : U se s  s a n d in g  d isc , can  d e b u r s o ft

an d  rig id  m a te ria ls .
2. 6 0 0  : E a sy  to  c a rry  and  tim e -s a v in g .

s u ita b le  fo r  la rg e  s iz e  w o rk p ie c e  
w h ic h  c a n ’t be  e a s ily  m o ve d .
T h e  to o ls  ca n  be c h a m fe re d  0 -3 m m
b e v e l a n g le , ra d iu s , a rc  a n g le , ir re g u la r s h a p e .
s tra ig h t line , o u te r  c u rv e  and  e tc .

3 .7 0 0  : T h e  m a c h in e  is used  to  c a rry  o u t
c h a m fe r in g  o p e ra t io n s  on a n y  k ind  o f 
fe r ro u s  m a te ria l in p a r t ic u la r  s te e l and  
c a s t iron . E q u ip p e d  w ith  s q u a re -s h a p e d  
tu n g s te n  c a rb id e  in s e r ts -1 2 .7 x 1 2 .7 x 3 .1 8  IS O  
120 3  S P U N . S im p lif ie d  o p e ra tio n  s u ita b le  
fo r  u n s k ille d  p e rs o n n e l. 3 0 2 2 0 V /3 0 3 8 0 V  

Ж P le a s e  c o n firm  v o lta g e  &  p h a s e  w h e n  o rde r.
Ж G u a ra n te e d  fo r  3 m o n th s

TECHNICAL DATA

Space
requirement

VCF-500S VCF-600 VCF-700

330x410 380x130 360x200x260

Weight(kgs) 26 3.7 14

Voltage 3 0 2 2 0 V  or 1 0 1 8 0 / Ж  50HZ/60HZ

Motor output 0.7K W 0.62KW 0.37KW

Speed 3500 r.p.m. 12000 r.p.m. 3500 r.p.m.

Lenght of 
guide rails 320mm 100mm 200mm

Height of 
bevel 0-3mm 0-3mm 0-7mm

Bevel angle 45° 45° 15°~45°
Adjustable

PLEASE NOTIFY VOLTAGE & PHASE, WHEN YOU ORDERING.
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Chamfering & Deburring Unit ш лэдт]?у
ORDER NO.VCF-300A CODE N0.1023-007

•  P ro c e s s  by  c a rb id e  e n d  m ill.
•  T h e  ra n g e  o f  c h a m fe r: in n e r  d ia . 6 m m ,in n e r  g a p  w id th  6 m m  a n d  3 R  a rc .
•  T h e  c h a m fe r  a b ility  by: 2 C /2 R .
•  T h e  a d ju s ta b le  s p e e d  (0 -6 0 0 0 rp m ) ca n  use  fo r  a ll k in d s  o f  m a te ria ls  

c u ttin g . (e x c e p t h a rd e n  p a rts )
•  T h is  m a c h in e  w a s  d e s ig n e d  fo r  re g u la r  and  ir re g u la r  p a rts  s u c h  as 

cu rv e d  s u rfa c e , in n e r  g a p , and  c o m p le x  o f  in n e r  and  o u tte r  p a rts .
•  A ll b e v e l a n g le  c o m e s  to  4 5 ° by  4 5 °  c a rb id e  end  m ill.

Ж P le a s e  c o n firm  v o lta g e  &  p h a s e  w h e n  o rde r.

Accessory Carbide end mills

Machine size L330m m  x W 330m m  x H300m

Voltage 10, 220V; 50Hz/60Hz

Speed 0 -1 2 0 0 0  r.p.m.

Distance of Bevel 0~3mm

Bevel angle 45°

N.W. / G.W. 40kgs /  42kgs

Box size 550m m  x 440m m  x 380m m

Measurement 3.4 Square feet

Motor 1HP

Track Size 300m m  x 250m m  x 10mm

Ejector Pin Cutting-off Unit
ORDER NO.VEC-100 CODE N0.1024-001
A PRECISE & SHARP CUTTING TOOL FOR MOULD MAKING LINE

E M E R Y  W H E E L  
A S S E M B L Y  B Y  
H A N D

opened locked tightly

CUTTING HANDLE

Features
•  M o v e a b le  s h a ft b e a rin g  e a s y  o p e ra tio n , sa fe ty .
•  F o r c u tt in g  e je c to r  p in  o f  m o u ld . o r  m a c h in e  key. 

ro u n d  rod.
•  H e a t-T re a tm e n t m a te ria ls .

G o o d -L o o k in g  c u ttin g  s u rfa c e  o f  s ta in le s s  s te e l.
•  H a n d le  d e v ic e  a c c o rd in g  la w  o f  leve r, it ’s  e a s y  to  

m o ve  on.
•  C a u s e  no v ib ra tio n , no  d u s t and  n o is e le s s .
•  E a s y  to  e x c h a n g e  th e  e m e ry  w h e e l.
Ж P le a s e  c o n firm  v o lta g e  &  p h a s e  w h e n  o rde r.

ABLE TO CUT ALL THE MATERIAL 
WITH PLANE SURFACE ALMOST

SPECIFICATION Unit:mm

S T A N D A R D
A C C E S S O R IE S
Emery wheel (015Ox1x 
19.05mm) 5 PCS

L A R G E  &  S M A L L  
V  S L O T
(For clamping round 
object)

LENGHTH COUNTER

VISE HANDLE

Max. Cutting capacity 025x300L

Cutting tolerance 20 ± 0.10MM

Cut-off sander lamina

150MM (O.D.)

1MM (THICK)

19.05MM (HOLE)

R.P.M. 3600

Motor 1/2HP

Measure rule 300MM

Weight (approx.) 94.5KGS

Machine size 620x420x450M M

Packing size 720x520x600M M

A87 MILLING MACHINE ACCESSORIES

P L E A S E  N O T IF Y  T H E  V O L T A G E  &  P H A S E , 
W H E N  Y O U  O R D E R IN G .


