
Key Type Dril|_Chucks Stainless т д э д т и х '
TAPER & THREAD MOUNT

014 .8

Enlarged photo

FEATURES:
•  Stainless - Anti - Rust
•  Good Resistance - Acid Resistance
•  Smooth operation
•  Suit for EDM, Food, marine industry.

ORDER
NO. TYPE

Clamping Capacity Female 
Taper DIN 
or Jacobs

OUTER 
0  / mm

Length
Pitch Wt

g
Key
Size CODE NO.mm inch Open 

B mm
Closed 
A mm

10090 4KST 0.3-4 1 /6 4 -5 /3 2 JT0 22 28 35 5/16"-24 50 T0-3S 3303-100
10091 6KST 0.3-6.5 1 /6 4 -1 /4 JT1 28.5 40.5 49 3̂-

CNI

COCO 125 T1-3S 3303-101
10092-1

10KST 0.3-10 1 /6 4 -3 /8

JT2S 39 51 63
3/8"-24

250
T2-3S

3303-102
10092-2 0D13 37 57 69 250 3303-103
10092-3 0D15 37 57 69 250 3303-104

Keyless Drill Chucks Stainless

ORDER NO. 16001-31

KEYLESS TAPER & THREAD MOUNT

FEATURES:
•  Stainless - Anti - Rust
•  Good Resistance - Acid Resistance
•  Smooth operation
•  Suit for EDM, Food, marine industry.

Enlarged photo

ORDER
NO. Size

Capacity Taper Mount 
No

DIN or Jacabs

Length(m/m) Outer
Dia

(m/m)
Weight

(g)
CODE NO.mm inch Open Closed

16001-30
3ST 0.3-3 1/64-1/8

JT0 44 50 30 110 3303-111
16001-31 JT1 44 48.5 24 110 3303-112
16001-61 6ST 0.3-6.5 1/64-1/4 JT1 62 68 33 300 3303-113

Keys For Stainless Key Type Drill Chuck

ORDER NO. Type Dmm Lmm Weight(g) Packing CODE NO.

15001 T0-3S 3.2 60 16 3303-121
15002 T1-3S 4.0 65 40 3303-122
15003 T2-3S 5.5 71 45 3303-123

C79 TOOLING SYSTEM


