
Boring Head Set C-Type
1 SCALE 0.01 mm

VBHC-BC2 SET TYPE

0.02 mm per 0
•  Boring Bar 
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Here is a sturdy unit of extended boring range, 
capable of peeling off heavy roughing cuts as 
well as a tool of extreme sensitivity.
The use of a wide base bar holder, resting 
securely on the body, eliminates the need for a 
separate side plate. You will note this has now 
become an integral part of the body.
The direct reading adjusting screw is ground 
affer hardening and a plainly marked dial face in 
nonreflecting satin chrome allows easy reading 
and adjustments of 0.01 or less.
All Criterion Boring Heads have threaded backs 
for use with a variety of shanks. This model 
takes a 1-1/2”-18 threaded shank.
SHANK SIZE: NT-30,40,50, MT-3,4,5,R8

MAX. BORING DEPTH 50 mm

BORING CAPACITY 010-011C
ORDER NO. WEIGHT (kgs) CODE NO.

VBHC-R-8-BC-2 2 3401-150

VBHC-MT-2-BC-2 1.66 3401-149

VBHC-MT-3-BC-2 1.9 3401-151

VBHC-MT-4-BC-2 2.1 3401-152

VBHC-NT-30-BC-2 2.2 3401-153

VBHC-NT-40-BC-2 2.8 3401-154

VBHC-BT-30-BC-2 2.65 3401-155

VBHC-BT-40-BC-2 2.65 3401-156

VBHC-BT-50-BC-2 5.65 3401-157

VBHC-C-20-BC-2 1.75 3401-158

VBHC-SK-40-BC-2 3401-174

VBHC-SK-50-BC-2 3401-176

VBHC-BC3 SET TYPE

BORING CAPACITY 010~0220
ORDER NO. WEIGHT (kgs) CODE NO.

VBHC-R-8-BC-3 4.2 3401-160

VBHC-MT-2-BC-3 4 3401-148

VBHC-MT-3-BC-3 4 3401-161

VBHC-MT-4-BC-3 4.3 3401-162

VBHC-NT-30-BC-3 4.1 3401-163

VBHC-NT-40-BC-3 4.7 3401-164

VBHC-NT-50-BC-3 6.9 3401-165

VBHC-BT-30-BC-3 4.34 3401-166

VBHC-BT-40-BC-3 4.7 3401-167

VBHC-BT-50-BC-3 7.7 3401-168

VBHC-C-20-BC-3 4 3401-169

VBHC-SK-40-BC-3 3401-175

VBHC-SK-50-BC-3 3401-177
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